
Head Styles & Configurations

CATALOG TR - Page 1

Standard Heavy Duty Terminal Head
Code Thread Material
P4 1/2" I x 3/4" C Cast Iron
A4 Aluminum
P6

A6

P8

A8

"I"

1/2" I x 3/4" C
3/4" I x 3/4" C
3/4" I x 3/4" C
1" I x 3/4" C
1" I x 3/4" C

Cast Iron
Aluminum
Cast Iron
Aluminum

Thread

"C" Thread

Standard Explosion Proof Terminal Head
Code Thread Material
G3 1/2" I x 1/2" C
G4 Aluminum
G6

G7

G8

G9

1/2" I x 3/4" C
3/4" I x 3/4" C
3/4" I x 1" C
1" I x 3/4" C
1" I x 1" C

Aluminum

Aluminum

Aluminum
Aluminum

Aluminum

"I"
Thread

"C" Thread

Code Thread Material
PP4 1/2" I x 3/4" C Polypropolene
PP6 3/4" I x 3/4" C Polypropolene

Standard Polypropolene Terminal Head
"I"
Thread

"C" Thread

Standard Light Duty Terminal Head
"I"
Thread

"C" Thread

Code Thread Material
LA4 1/2" I x 3/4" C Aluminum
LA6
LA8

3/4" I x 3/4" C
1" I x 3/4" C

Aluminum
Aluminum
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Page 2 - CATALOG TR

THERMOCOUPLE PROBES
SERIES         THERMOCOUPLE PROBE

( 2 )   Size & Sheath
Dia.

.125"

.188"

Code

020
021
022
030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

130 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

(Example- 14.5")

130

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

(3)   " L "

"D"

Standard Male Plug

Please see other pages for flexible lead
probes and all types of RTD Probes.
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CATALOG TR- PAGE 3

THERMOCOUPLES PROBES
SERIES         THERMOCOUPLE PROBE

( 2 )   Size & Sheath
Dia.

.125"

.188"

Code

020
021
022
030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

131 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

(Example- 14.5")

131

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

(3)   " L "

"D"

High Temp Standard Male Plug  ( 900F )

Please see other pages for flexible lead
probes and all types of RTD Probes.
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THERMOCOUPLES PROBES
SERIES         THERMOCOUPLE PROBE

( 2 )   Size & Sheath
Dia.

.125"

.188"

Code

020
021
022
030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

132 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

(Example- 14.5")

132

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

(3)   " L "

"D"

Ultra High Temp Standard Male Plug  ( Ceramic )

Please see other pages for flexible lead
probes and all types of RTD Probes.
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CATALOG TR- PAGE 5

THERMOCOUPLES PROBES
SERIES         THERMOCOUPLE PROBE

( 2 )   Size & Sheath
Dia.

.125"

.188"

Code

020
021
022
030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

135 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

(Example- 14.5")

135

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

(3)   " L "

"D"

Standard Male Plug

Extension Wire ( Specify Insulation & Length )

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSO__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
Code Lead Insulation Type

CCD Coiled Cord ( 5 Ft. )
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THERMOCOUPLES PROBES
SERIES         THERMOCOUPLE PROBE

( 2 )   Size & Sheath
Dia.

.125"

.188"

Code

020
021
022
030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

136 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

(Example- 14.5")

136

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

(3)   " L "

"D"

Miniature Male Plug

Extension Wire ( Specify Insulation & Length )

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSO__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
Code Lead Insulation Type

CCD Coiled Cord ( 5 Ft. )

Page 6 - CATALOG TR
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THERMOCOUPLES PROBES
SERIES         THERMOCOUPLE PROBE

( 2 )   Size & Sheath
Dia.

.125"

.188"

Code

020
021
022
030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

137 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

(Example- 14.5")

137

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

(3)   " L "

"D"

Extension Wire ( Specify Insulation & Length )

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSO__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
Code Lead Insulation Type

CCD Coiled Cord ( 5 Ft. )

CATALOG TR- PAGE 6A

2" LEADS (STRIP 1/2")
TRANSITION

TRANSITION SPRING
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CATALOG TR- PAGE 7

THERMOCOUPLES PROBES
SERIES         THERMOCOUPLE PROBE

( 2 )   Size & Sheath
Dia.

.040"

.063"

Code

005
006
007
010

.125"

.188"

012
020
021
022
030
031
032

Sheath Material

011

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

140 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

(Example- 14.5")

140

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

(3)   " L "

"D"

Miniature Male Plug

Please see other pages for flexible lead
probes and all types of RTD Probes.
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THERMOCOUPLES PROBES
SERIES         THERMOCOUPLE PROBE

( 2 )   Size & Sheath
Dia.

.040"

.063"

Code

005
006
007
010

.125"

.188"

012
020
021
022
030
031
032

Sheath Material

011

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

141 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

(Example- 14.5")

141

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

(3)   " L "

"D"

Ultra High Temp Miniature Male Plug  ( Ceramic )

Please see other pages for flexible lead
probes and all types of RTD Probes.

Page 8 - CATALOG TR
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THERMOCOUPLES PROBES
SERIES         THERMOCOUPLE PROBE

( 2 )   Size & Sheath
Dia.

.125"

.188"

Code

020
021
022
030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

145 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

(Example- 14.5")

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSO__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
Code Lead Insulation Type

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

145

Standard Miniature Male Plug

CCD Coiled Cord ( 5 Ft. )

(3)   " L "

4.0" "D"

"LW"
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THERMOCOUPLES 
SERIES         SHEATHED THERMOCOUPLE

" L "2.0"
" D "

( 2 )   Size & Sheath
Dia.
.040"

.063"

.125"

.188"

Code
005
006
010
011
012
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material
304 Stainless Steel
316 Stainless Steel
304 Stainless Steel
316 Stainless Steel
Inconel 600

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

150 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

( LW )

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )

SA2 Stainless Steel
Brass

Adjustable
Fitting

Stainless Steel
or Brass

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 4 ) Optional Adjustable Fittings
Code Thread Material

Code Lead Insulation Type

(Example- 14.5")

150
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THERMOCOUPLES
SERIES         SHEATHED THERMOCOUPLE

2.0"

( 2 )   Size & Sheath
Dia.

.125"

.188"

Code

020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER
155 ( 1 ) ( 2 ) ( 3 )Calibration &

Configuration Size & Sheath Length
in Inches

Dia.

( LW )

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 5 ) Optional Lead Wires ( LW )

SA2 Stainless Steel
Brass

Adjustable
Fitting

Stainless Steel
or Brass

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

Sheath

( 4 ) Extension
length

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 5 ) Optional Adjustable Fittings
Code Thread Material

Code Lead Insulation Type

(Example- 14.5")

155

" L "

( 4 ) " E "

( 3 )

90 deg.

( 5 ) Options
as required
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THERMOCOUPLES
SERIES         SHEATHED THERMOCOUPLE

( 2 )   Size & Sheath
Dia.

.125"

.188"

Code

020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER
156 ( 1 ) ( 2 ) ( 3 )Calibration &

Configuration Size & Sheath Length
in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 5 ) Optional Lead Wires ( LW )

SA2 Stainless Steel
Brass

Adjustable
Fitting

Stainless Steel
or Brass

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

Sheath

( 4 ) Extension
length

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 5 ) Optional Adjustable Fittings
Code Thread Material

Code Lead Insulation Type

(Example- 14.5")

156

( 5 ) Options
as required

CATALOG TR- PAGE 11A

Extension Wire ( Specify Insulation & Length )

2" LEADS (STRIP 1/2")

TRANSITION

TRANSITION SPRING 90 deg.(4)

(3)

("D")
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THERMOCOUPLES
SERIES         SHEATHED THERMOCOUPLE

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

160 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
S66 Stainless Steel

Brass

Thread # 1

Thread # 2

Stainless Steel
or Brass

B66
S68
B68
S812
B812
S816
B816

Stainless Steel

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 4 ) Optional Back to Back Bushing Sizes
Code Thread # 1 Material

Code Lead Insulation Type

(Example- 14.5")

160

2.0"
( LW ) 2.00" .50"

(S) Stem Length

Thread # 2

3/8" NPT3/8" NPT

3/8" NPT3/8" NPT

1/2" NPT3/8" NPT

1/2" NPT3/8" NPT

3/4" NPT1/2" NPT

3/4" NPT1/2" NPT

1" NPT1/2" NPT

1" NPT1/2" NPT

1/2" NPT Standard1/2" NPT Standard
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THERMOCOUPLES
SERIES         REDUCED TIP THERMOCOUPLE

" U "

( 2 )   Size & Sheath
Dia.Code
.250"

.312"

.375"

040
041
042
050
051
052
060

Sheath Material

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

161 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )

S66 Stainless Steel

Brass

Thread # 1

Thread # 2

Stainless Steel
or Brass

B66
S68
B68
S812
B812
S816
B816

Stainless Steel

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 4 ) Optional Back to Back Bushing Sizes
Code Thread # 1 Material

Code Lead Insulation Type

(Example- 14.5")

161

2.0"
( LW ) 2.00" .50"

(S) Stem Length

Thread # 2

3/8" NPT3/8" NPT

3/8" NPT3/8" NPT

1/2" NPT3/8" NPT

1/2" NPT3/8" NPT

3/4" NPT1/2" NPT

3/4" NPT1/2" NPT

1" NPT1/2" NPT

1" NPT1/2" NPT

1/2" NPT Standard1/2" NPT Standard

1.50"

.188"

(2) Size & Sheath

Please see other pages for flexible lead
probes and all types of RTD Probes.

Configurations may be limited by Diameter
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THERMOCOUPLES
SERIES         SHEATHED THERMOCOUPLE

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

165 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
S66 Stainless Steel

Brass

Thread # 1

Thread # 2

Stainless Steel
or Brass

B66
S68
B68
S812
B812
S816
B816

Stainless Steel

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 4 ) Optional Back to Back Bushing Sizes
Code Thread # 1 Material

Code Lead Insulation Type

(Example- 14.5")

165

2.0"
( LW ) 2.00" .50"

(S) Stem Length

Thread # 2

3/8" NPT3/8" NPT

3/8" NPT3/8" NPT

1/2" NPT3/8" NPT

1/2" NPT3/8" NPT

3/4" NPT1/2" NPT

3/4" NPT1/2" NPT

1" NPT1/2" NPT

1" NPT1/2" NPT

Inconel Spring

Spring Loaded

( With Spring Compressed 1/4" )
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THERMOCOUPLES
SERIES         SHEATHED THERMOCOUPLE

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

170 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
S06 Stainless Steel

Brass

Thread 

Stainless Steel
or Brass

B06
S08
B08
S012
B012
S016
B016

Stainless Steel

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 4 ) Optional Bushing Sizes
Code Thread # 1 Material

Code Lead Insulation Type

(Example- 14.5")

170

2.0"
( LW ) 1.25"

.50" (S) Stem Length

3/8" NPT

3/8" NPT

1/2" NPT

1/2" NPT

3/4" NPT

3/4" NPT

1" NPT

1" NPT
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THERMOCOUPLES
SERIES         SHEATHED THERMOCOUPLE

" L "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

175 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
S60 Stainless Steel

BrassThread 

Stainless Steel
or Brass

B60
S80
B80
S120
B120
S160
B160

Stainless Steel

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 4 ) Optional Bushing Sizes
Code Thread Material

Code Lead Insulation Type

(Example- 14.5")

175

2.0"
( LW ) 1.25"

3/8" NPT

3/8" NPT

1/2" NPT

1/2" NPT

3/4" NPT

3/4" NPT

1" NPT

1" NPT
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THERMOCOUPLES
SERIES         SHEATHED THERMOCOUPLE

" L "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

180 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

Code Lead Insulation Type

(Example- 14.5")

180

2.0"
( LW ) 1.50"

Sanitary Fitting
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S01-_ Stainless Steel

Stainless Steel

Stainless Steel

S02-_
S03-_
S04-_
S05-_

Stainless Steel

Stainless Steel

Stainless Steel

( 4 ) Optional Fitting Types
Code Fitting type Material

16A Cap

16A Cap with Nut

16APV Cap

16APV Cap with Nut

16AMP Cap (tri-clamp)

S06-_ Stainless Steel16AI Cap

S07-_ other ( describe )

Example-  S05-1"
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SERIES         SHEATHED THERMOCOUPLE

" L "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

181 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

Code Lead Insulation Type

(Example- 14.5")

181

2.0"
( LW )

Sanitary Fitting1/2" NPT

Page 18 - CATALOG TR

S01-_ Stainless Steel

Stainless Steel

Stainless Steel

S02-_
S03-_
S04-_
S05-_

Stainless Steel

Stainless Steel

Stainless Steel

( 4 ) Optional Fitting Types
Code Fitting type Material

16A Cap

16A Cap with Nut

16APV Cap

16APV Cap with Nut

16AMP Cap (tri-clamp)

S06-_ Stainless Steel16AI Cap

S07-_ other ( describe )

Example-  S05-1"

THERMOCOUPLES

e-mail: temtex@texoma.net                WWW.TEMTEX.NET
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Industrial Thermocouple Assemblies

PAGE 16- CATALOG TR

TERMINAL BLOCK

EXTENSION TYPE

THERMOWELL

INSERTION
LENGTH

TYPE & MATERIAL
SENSOR TYPE & MOUNTING STYLE

HOW TO ORDER " THERMCOUPLE"

TERMINAL SENSOR TYPE
& MOUNTING THERMOWELLHEAD ASSY.

OPTIONS
AS APPLY

COMPLETE ASSEMBLIES

PAGE PAGE CATALOG TC PAGE 
1 2 3 4

TERMINAL
HEAD ASSY.1

TERMINAL HEAD CONFIGURATIONS DEPEND ON THE LOCAL ENVIRONMENT OF
THE INSTALLATION AS WELL AS THE TYPE OF SENSOR USED. THE EXTENSION
TYPE AND STYLE WILL DEPEND ON INSULATION THICKNESS, OBSTRUCTIONS,
AND MAINTENANCE REQUIREMENTS. THE AVAILABLE SENSOR AND CONDUIT
CONNECTION SIZES ARE FOR EASY ADAPTATION INTO EXTISTING SYSTEMS
AND CONSISTANCY IN NEW SYSTEMS.

SENSOR TYPES CONSIST OF SHEATHED THERMOCOUPLES, BEADED THERMO-
COUPLES, AND RESISTANCE TEMPERATURE DETECTORS ( RTD'S ). MOUNTING 
STYLES WILL VARY FROM SPRING LOADED UNITS, TO MAINTAIN CONTACT
WITH THE THERMOWELL, TO RIGID MOUNTING THAT IS WELDED TO THE 
MOUNT. THE SENSOR TYPES CAN ALSO INCLUDE SINGLE, DUAL, OR TRIPLEX
SENSORS IN ONE UNIT.

SENSOR TYPE
& MOUNTING2

THERMOWELLS ARE USED TO PROTECT THE SENSOR ASSEMBLY WHEN 
INSTALLED IN HOSTILE OPERATING ENVIRONMENTS, SUCH AS STEAM PIPING,
REFINING PROCESSES, AND MANY DIFFERENT TYPES OF CORROSIVE OR
DAMAGING HOSTS. THERMOWELLS ARE AVAILABLE IN A WIDE VARIETY OF
MOUNTING STYLES, CONFIGURATIONS, AND MATERIALS. PLEASE SEE
TEMTEX CATALOG " TC " FOR A COMPLETE SELECTION.

THERMOWELL3

S/S IDENT.
TAG

e-mail: temtex@texoma.net                WWW.TEMTEX.NET
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Head Styles & Configurations

CATALOG TR - Page 21

Standard Heavy Duty Terminal Head
Code Thread Material
P4 1/2" I x 3/4" C Cast Iron
A4 Aluminum
P6

A6

P8

A8

"I"

1/2" I x 3/4" C
3/4" I x 3/4" C
3/4" I x 3/4" C
1" I x 3/4" C
1" I x 3/4" C

Cast Iron
Aluminum
Cast Iron
Aluminum

Thread

"C" Thread

Standard Explosion Proof Terminal Head
Code Thread Material
G3 1/2" I x 1/2" C
G4 Aluminum
G6

G7

G8

G9

1/2" I x 3/4" C
3/4" I x 3/4" C
3/4" I x 1" C
1" I x 3/4" C
1" I x 1" C

Aluminum

Aluminum

Aluminum
Aluminum

Aluminum

"I"
Thread

"C" Thread

Code Thread Material
PP4 1/2" I x 3/4" C Polypropolene
PP6 3/4" I x 3/4" C Polypropolene

Standard Polypropolene Terminal Head
"I"
Thread

"C" Thread

Standard Light Duty Terminal Head
"I"
Thread

"C" Thread

Code Thread Material
LA4 1/2" I x 3/4" C Aluminum
LA6
LA8

3/4" I x 3/4" C
1" I x 3/4" C

Aluminum
Aluminum
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INDUSTRIAL THERMOCOUPLES

SERIES         SHEATHED THERMOCOUPLE

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

265 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

S66 Stainless Steel

Brass

Thread # 2

Stainless Steel
or Brass

B66

B68
S812
B812
S816
B816

Stainless Steel (standard )

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 4 ) Optional Bushing Sizes
Code Material

(Example- 14.5")

265

2.0"

.50"
(S) Stem Length

Thread # 2

3/8" NPT

3/8" NPT

1/2" NPT

1/2" NPT

3/4" NPT

3/4" NPT

1" NPT

1" NPT

1/2" NPT Standard

Page 22 - CATALOG TR

Standard Terminal Head Style

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

Fixed Stem Length

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

e-mail: temtex@texoma.net                WWW.TEMTEX.NET

T Temperature Systems, Inc.
700 E. Houston St., Sherman, Texas 75090
(800) 527-2009   -   (903) 813-1500 - FAX (903) 813-1950 

EM EXT



INDUSTRIAL THERMOCOUPLES

SERIES         SHEATHED THERMOCOUPLE

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

266 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

S66 Stainless Steel

Brass

Thread # 2

Stainless Steel
or Brass

B66

B68
S812
B812
S816
B816

Stainless Steel ( standard )

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 4 ) Optional Bushing Sizes
Code Material

(Example- 14.5")

266

2.0"

.50"
(S) Stem Length

Thread # 2

3/8" NPT

3/8" NPT

1/2" NPT

1/2" NPT

3/4" NPT

3/4" NPT

1" NPT

1" NPT

1/2" NPT Standard

CATALOG TR- Page 23

Standard Terminal Head Style

Inconel Spring

Spring Loaded Thermocouple

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

Compacted Magnesium Oxide Insulation
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INDUSTRIAL THERMOCOUPLES

SERIES         SHEATHED THERMOCOUPLE

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

270 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

L-4 Stainless Steel

Stainless Steel

Extension

L-5

G-3
G-4
G-5
G-6

Stainless Steel 

Galvanized

Galvanized

Galvanized

Galvanized

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 4 ) Optional Bushing Sizes
Code Material

(Example- 14.5")

270

.50"
(S) Stem Length

Thread # 2

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT Standard

Page 24 - CATALOG TR

Standard Terminal Head Style

Standard Thermocouple

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

3.0"

" L "

Nipple

L-6
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INDUSTRIAL THERMOCOUPLES

SERIES         SHEATHED THERMOCOUPLE

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

271 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

L-4 Stainless Steel

Stainless Steel

Extension

L-5

G-3
G-4
G-5
G-6

Stainless Steel 

Galvanized

Galvanized

Galvanized

Galvanized

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 4 ) Optional Bushing Sizes
Code Material

(Example- 14.5")

271

.50"
(S) Stem Length

Thread # 2

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT Standard

CATALOG TR- Page 25

Standard Terminal Head Style

Spring Loaded Thermocouple

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

3.0"

" L "

Nipple

L-6

Inconel Spring W/ Retainer
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INDUSTRIAL THERMOCOUPLES

SERIES         SHEATHED THERMOCOUPLE

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

275 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

L-4 Stainless Steel

Stainless Steel

Extension

L-5

G-3
G-4
G-5
G-6

Stainless Steel 

Galvanized

Galvanized

Galvanized

Galvanized

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 4 ) Optional Bushing Sizes
Code Material

(Example- 14.5")

275

.50"
(S) Stem Length

Thread # 2

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT Standard

Page 26 - CATALOG TR

Standard Terminal Head Style

Standard Thermocouple

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

5.0"

" L "

Nipple

L-6
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INDUSTRIAL THERMOCOUPLES

SERIES         SHEATHED THERMOCOUPLE

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

276 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

L-4 Stainless Steel

Stainless Steel

Extension

L-5

G-3
G-4
G-5
G-6

Stainless Steel 

Galvanized

Galvanized

Galvanized

Galvanized

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

( 4 ) Optional Bushing Sizes
Code Material

(Example- 14.5")

276

.50"
(S) Stem Length

Thread # 2

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT Standard

CATALOG TR- Page 27

Standard Terminal Head Style

Spring Loaded Thermocouple

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

5.0"

" L "

Nipple

L-6

Inconel Spring W/ Retainer
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SERIES         SHEATHED THERMOCOUPLE

" L "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
Calibration

" T "
Code

1TG
1TU
1JG
1JU
1KG
1KU
1EG
1EU
2TG

2JG
2JU
2KG
2KU
2EG
2EU

2TU

Grounded
UnGrounded

Configuration

Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

" T " Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded
Grounded
UnGrounded

" J "

" E "

" K "

Dual Element

Dual Element

Dual Element

Dual Element

Grounded

UnGrounded

Grounded
Dual

Dual
UnGrounded

HOW TO ORDER

281 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

( 3 )

Compacted Magnesium Oxide Insulation

Copper / Constantan

Iron / Constantan

Chromel / Alumel

Chromel / Constantan

(Example- 14.5")

281
Sanitary Fitting

Page 28 - CATALOG TR

S01-_ Stainless Steel

Stainless Steel

Stainless Steel

S02-_
S03-_
S04-_
S05-_

Stainless Steel

Stainless Steel

Stainless Steel

( 4 ) Optional Fitting Types
Code Fitting type Material

16A Cap

16A Cap with Nut

16APV Cap

16APV Cap with Nut

16AMP Cap (tri-clamp)

S06-_ Stainless Steel16AI Cap

S07-_ other ( describe )

Example-  S05-1"

INDUSTRIAL THERMOCOUPLES

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

Sanitary Thermocouple

e-mail: temtex@texoma.net                WWW.TEMTEX.NET

T Temperature Systems, Inc.
700 E. Houston St., Sherman, Texas 75090
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RTD PROBES

SERIES         RTD PROBE

( 2 )   Size & Sheath
Dia.

.375"

.188"

Code

060
061
062

030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"

HOW TO ORDER

330 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

100 ohm 

(Example- 14.5")

330

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

(3)   " L "

"D"

Standard Male Plug

Please see other pages for flexible lead
probes and all types of Thermocouple

( Resistance temperature Detector )

P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

probes.

Resistance Temperature Detector

e-mail: temtex@texoma.net                WWW.TEMTEX.NET
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SERIES         RTD PROBE

( 2 )   Size & Sheath
Dia.

.375"

.188"

Code

060
061
062

030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"

HOW TO ORDER

335 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

100 ohm 

(Example- 14.5")

335

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

( Resistance temperature Detector )

P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

(3)   " L "

"D"

Standard Male Plug

Extension Wire ( Specify Insulation & Length )

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSO__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
Code Lead Insulation Type

CCD Coiled Cord ( 5 Ft. )

RTD PROBES
Resistance Temperature Detector
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SERIES         RTD PROBE

( 2 )   Size & Sheath
Dia.

.375"

.188"

Code

060
061
062

030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"

HOW TO ORDER

336 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

100 ohm 

(Example- 14.5")

336

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

( Resistance temperature Detector )

P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSO__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
Code Lead Insulation Type

CCD Coiled Cord ( 5 Ft. )

(3)   " L "

"D"

Extension Wire ( Specify Insulation & Length )

Miniature Male Plug

RTD PROBES
Resistance Temperature Detector
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SERIES         RTD PROBE

( 2 )   Size & Sheath
Dia.

.375"

.188"

Code

060
061
062

030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"

HOW TO ORDER

337 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

100 ohm 

(Example- 14.5")

337

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

( Resistance temperature Detector )

P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSO__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
Code Lead Insulation Type

CCD Coiled Cord ( 5 Ft. )

(3)   " L "

"D"

Extension Wire ( Specify Insulation & Length )

RTD PROBES
Resistance Temperature Detector

2" LEADS ( STRIP 1/2" )

TRANSITION
TRANSITION SPRING
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SERIES         RTD PROBE

( 2 )   Size & Sheath
Dia.

.375"

.188"

Code

060
061
062

030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"

HOW TO ORDER

340 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

100 ohm 

(Example- 14.5")

340

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

Please see other pages for flexible lead
probes and all types of Thermocouple

( Resistance temperature Detector )

P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

probes.

(3)   " L "

"D"

Miniature Male Plug

RTD PROBES
Resistance Temperature Detector

e-mail: temtex@texoma.net                WWW.TEMTEX.NET
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SERIES         RTD PROBE

( 2 )   Size & Sheath
Dia.

.375"

.188"

Code

060
061
062

030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"

HOW TO ORDER

345 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

100 ohm 

(Example- 14.5")

345

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

( Resistance temperature Detector )

P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSO__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
Code Lead Insulation Type

CCD Coiled Cord ( 5 Ft. )

Miniature Male Plug

(3)   " L "

4.0" "D"

"LW"

RTD PROBES
Resistance Temperature Detector
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SERIES         RTD Sensor

( 2 )   Size & Sheath
Dia.

.375"

.188"

Code

060
061
062

030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"

HOW TO ORDER

350 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

100 ohm 

(Example- 14.5")

350

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

( Resistance temperature Detector )

P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSO__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
Code Lead Insulation Type

CCD Coiled Cord ( 5 Ft. )

" L "2.0"
" D "

( LW )
( 3 )

RTD SENSORS
Resistance Temperature Detector
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SERIES         RTD Sensor

( 2 )   Size & Sheath
Dia.

.375"

.188"

Code

060
061
062

030

.250"

.312"

032
040
041
042
050
051
052

Sheath Material

031

304 Stainless Steel
316 Stainless Steel
Inconel 600

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"

Dia.

Sheath
100 ohm 

(Example- 14.5")

355

SA2 Stainless Steel
Brass

Adjustable

BA2
SA4
BA4
SA6
BA6
SA8
BA8

Stainless Steel
Brass
Stainless Steel
Brass
Stainless Steel
Brass

1/8" NPT
Max. .250" Dia.

1/4" NPT
Max. .375" Dia.

3/8" NPT

1/2" NPT

( 4 ) Optional Adjustable Fittings
Code Thread Material

Fitting

or Brass
Stainless Steel

( Resistance temperature Detector )

P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSO__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
Code Lead Insulation Type

CCD Coiled Cord ( 5 Ft. )

2.0"

HOW TO ORDER
355 ( 1 ) ( 2 ) ( 3 )Calibration &

Configuration Size & Sheath Length
in Inches

( LW )

( 4 ) Extension
length

" L "

( 4 ) " E "

( 3 )

90 deg.

( 5 ) Options
as required

(Example- 14.5")

RTD SENSORS
Resistance Temperature Detector
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RTD SENSORS
SERIES         SHEATHED RTD SENSOR

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

360 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
S66 Stainless Steel

Brass

Thread # 1

Thread # 2

Stainless Steel
or Brass

B66
S68
B68
S812
B812
S816
B816

Stainless Steel

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

( 4 ) Optional Back to Back Bushing Sizes
Code Thread # 1 Material

Code Lead Insulation Type

(Example- 14.5")

360

2.0"
( LW ) 2.00" .50"

(S) Stem Length

Thread # 2

3/8" NPT3/8" NPT

3/8" NPT3/8" NPT

1/2" NPT3/8" NPT

1/2" NPT3/8" NPT

3/4" NPT1/2" NPT

3/4" NPT1/2" NPT

1" NPT1/2" NPT

1" NPT1/2" NPT

1/2" NPT Standard1/2" NPT Standard
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( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

Resistance Temperature Detector

e-mail: temtex@texoma.net                WWW.TEMTEX.NET

T Temperature Systems, Inc.
700 E. Houston St., Sherman, Texas 75090
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RTD SENSORS
SERIES         REDUCED TIP RTD SENSOR

" U "

( 2 )   Size & Sheath
Dia.Code
.250"

.312"

.375"

040
041
042
050
051
052
060

Sheath Material

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

361 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )

S66 Stainless Steel

Brass

Thread # 1

Thread # 2

Stainless Steel
or Brass

B66
S68
B68
S812
B812
S816
B816

Stainless Steel

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

( 4 ) Optional Back to Back Bushing Sizes
Code Thread # 1 Material

Code Lead Insulation Type

(Example- 14.5")

361

2.0"
( LW ) 2.00" .50"

(S) Stem Length

Thread # 2

3/8" NPT3/8" NPT

3/8" NPT3/8" NPT

1/2" NPT3/8" NPT

1/2" NPT3/8" NPT

3/4" NPT1/2" NPT

3/4" NPT1/2" NPT

1" NPT1/2" NPT

1" NPT1/2" NPT

1/2" NPT Standard1/2" NPT Standard

1.50"

.188"

(2) Size & Sheath

Please see other pages for flexible lead
probes and all types of RTD Probes.

Configurations may be limited by Diameter
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( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

Resistance Temperature Detector

e-mail: temtex@texoma.net                WWW.TEMTEX.NET

T Temperature Systems, Inc.
700 E. Houston St., Sherman, Texas 75090
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SERIES         SHEATHED RTD SENSOR

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

365 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
S66 Stainless Steel

Brass

Thread # 1

Thread # 2

Stainless Steel
or Brass

B66
S68
B68
S812
B812
S816
B816

Stainless Steel

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

( 4 ) Optional Back to Back Bushing Sizes
Code Thread # 1 Material

Code Lead Insulation Type

(Example- 14.5")

365

2.0"
( LW ) 2.00" .50"

(S) Stem Length

Thread # 2

3/8" NPT3/8" NPT

3/8" NPT3/8" NPT

1/2" NPT3/8" NPT

1/2" NPT3/8" NPT

3/4" NPT1/2" NPT

3/4" NPT1/2" NPT

1" NPT1/2" NPT

1" NPT1/2" NPT

Inconel Spring

Spring Loaded

( With Spring Compressed 1/4" )
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RTD SENSORS
Resistance Temperature Detector

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

e-mail: temtex@texoma.net                WWW.TEMTEX.NET

T Temperature Systems, Inc.
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SERIES         SHEATHED RTD SENSOR

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

370 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
S06 Stainless Steel

Brass

Thread 

Stainless Steel
or Brass

B06
S08
B08
S012
B012
S016
B016

Stainless Steel

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

( 4 ) Optional Bushing Sizes
Code Thread # 1 Material

Code Lead Insulation Type

(Example- 14.5")

370

2.0"
( LW ) 1.25"

.50" (S) Stem Length

3/8" NPT

3/8" NPT

1/2" NPT

1/2" NPT

3/4" NPT

3/4" NPT

1" NPT

1" NPT
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( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

RTD SENSORS
Resistance Temperature Detector

e-mail: temtex@texoma.net                WWW.TEMTEX.NET

T Temperature Systems, Inc.
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SERIES         SHEATHED RTD SENSOR

" L "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

375 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )
S60 Stainless Steel

BrassThread 

Stainless Steel
or Brass

B60
S80
B80
S120
B120
S160
B160

Stainless Steel

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

( 4 ) Optional Bushing Sizes
Code Thread Material

Code Lead Insulation Type

(Example- 14.5")

375

2.0"
( LW ) 1.25"

3/8" NPT

3/8" NPT

1/2" NPT

1/2" NPT

3/4" NPT

3/4" NPT

1" NPT

1" NPT

Page 40 - CATALOG TR

RTD SENSORS
Resistance Temperature Detector

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

e-mail: temtex@texoma.net                WWW.TEMTEX.NET
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SERIES         SHEATHED RTD SENSOR

" L "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

380 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )

Sheath

( 4 ) Options
as required

( 3 )

Code Lead Insulation Type

(Example- 14.5")

380

2.0"
( LW ) 1.50"

Sanitary Fitting
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S01-_ Stainless Steel

Stainless Steel

Stainless Steel

S02-_
S03-_
S04-_
S05-_

Stainless Steel

Stainless Steel

Stainless Steel

( 4 ) Optional Fitting Types
Code Fitting type Material

16A Cap

16A Cap with Nut

16APV Cap

16APV Cap with Nut

16AMP Cap (tri-clamp)

S06-_ Stainless Steel16AI Cap

S07-_ other ( describe )

Example-  S05-1"

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk
Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

RTD SENSORS
Resistance Temperature Detector

e-mail: temtex@texoma.net                WWW.TEMTEX.NET

T Temperature Systems, Inc.
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SERIES         SHEATHED RTD SENSOR

" L "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

381 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

BL___
GG___
PP___

Bare Leads ( Solid )
Glass \ Glass Insulation
PVC \ PVC Insulation

PAP__
SSG__

PVC \ PVC with Shield
S\S Overbraid over Glass

*
*
*
*
*

*  = Length in Inches (Example- BL3.5")

( 4 ) Optional Lead Wires ( LW )

Sheath

( 4 ) Options
as required

( 3 )

Code Lead Insulation Type

(Example- 14.5")

381

2.0"
( LW )

Sanitary Fitting1/2" NPT
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S01-_ Stainless Steel

Stainless Steel

Stainless Steel

S02-_
S03-_
S04-_
S05-_

Stainless Steel

Stainless Steel

Stainless Steel

( 4 ) Optional Fitting Types
Code Fitting type Material

16A Cap

16A Cap with Nut

16APV Cap

16APV Cap with Nut

16AMP Cap (tri-clamp)

S06-_ Stainless Steel16AI Cap

S07-_ other ( describe )

Example-  S05-1"

RTD SENSORS
Resistance Temperature Detector

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

e-mail: temtex@texoma.net                WWW.TEMTEX.NET
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INDUSTRIAL RTD ASSEMBLY

SERIES         SHEATHED RTD ASSEMBLY

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

465 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

S66 Stainless Steel

Brass

Thread # 2

Stainless Steel
or Brass

B66

B68
S812
B812
S816
B816

Stainless Steel (standard )

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

( 4 ) Optional Bushing Sizes
Code Material

(Example- 14.5")

465

2.0"

.50"
(S) Stem Length

Thread # 2

3/8" NPT

3/8" NPT

1/2" NPT

1/2" NPT

3/4" NPT

3/4" NPT

1" NPT

1" NPT

1/2" NPT Standard

CATALOG TR - Page 43

Standard Terminal Head Style

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

Fixed Stem Length

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

Resistance Temperature Detector

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

e-mail: temtex@texoma.net                WWW.TEMTEX.NET
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SERIES         SHEATHED RTD ASSEMBLY

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

466 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

S66 Stainless Steel

Brass

Thread # 2

Stainless Steel
or Brass

B66

B68
S812
B812
S816
B816

Stainless Steel ( standard )

Brass

Stainless Steel

Brass

Stainless Steel

Brass

Sheath

( 4 ) Options
as required

( 3 )

( 4 ) Optional Bushing Sizes
Code Material

(Example- 14.5")

466

2.0"

.50"
(S) Stem Length

Thread # 2

3/8" NPT

3/8" NPT

1/2" NPT

1/2" NPT

3/4" NPT

3/4" NPT

1" NPT

1" NPT

1/2" NPT Standard
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Standard Terminal Head Style

Inconel Spring

Spring Loaded RTD Element

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

INDUSTRIAL RTD ASSEMBLY
Resistance Temperature Detector

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht
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SERIES         SHEATHED RTD ASSEMBLY

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

470 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

L-4 Stainless Steel

Stainless Steel

Extension

L-5

G-3
G-4
G-5
G-6

Stainless Steel 

Galvanized

Galvanized

Galvanized

Galvanized

Sheath

( 4 ) Options
as required

( 3 )

( 4 ) Optional Bushing Sizes
Code Material

(Example- 14.5")

470

.50"
(S) Stem Length

Thread # 2

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT Standard

Page 45 - CATALOG TR

Standard Terminal Head Style

Standard RTD Element

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

3.0"

" L "

Nipple

L-6

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

INDUSTRIAL RTD ASSEMBLY
Resistance Temperature Detector

e-mail: temtex@texoma.net                WWW.TEMTEX.NET

T Temperature Systems, Inc.
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SERIES         SHEATHED RTD ASSEMBLY

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

471 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

L-4 Stainless Steel

Stainless Steel

Extension

L-5

G-3
G-4
G-5
G-6

Stainless Steel 

Galvanized

Galvanized

Galvanized

Galvanized

Sheath

( 4 ) Options
as required

( 3 )

( 4 ) Optional Bushing Sizes
Code Material

(Example- 14.5")

471

.50"
(S) Stem Length

Thread # 2

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT Standard

Page 46 - CATALOG TR

Standard Terminal Head Style

Spring Loaded RTD Element

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

3.0"

" L "

Nipple

L-6

Inconel Spring W/ Retainer

INDUSTRIAL RTD ASSEMBLY
Resistance Temperature Detector

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

e-mail: temtex@texoma.net                WWW.TEMTEX.NET

T Temperature Systems, Inc.
700 E. Houston St., Sherman, Texas 75090
(800) 527-2009   -   (903) 813-1500 - FAX (903) 813-1950 
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SERIES         SHEATHED RTD ASSEMBLY

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

475 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

L-4 Stainless Steel

Stainless Steel

Extension

L-5

G-3
G-4
G-5
G-6

Stainless Steel 

Galvanized

Galvanized

Galvanized

Galvanized

Sheath

( 4 ) Options
as required

( 3 )

( 4 ) Optional Bushing Sizes
Code Material

(Example- 14.5")

475

.50"
(S) Stem Length

Thread # 2

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT Standard

CATALOG TR - Page 47

Standard Terminal Head Style

Standard RTD Element

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

5.0"

" L "

Nipple

L-6

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

INDUSTRIAL RTD ASSEMBLY
Resistance Temperature Detector

e-mail: temtex@texoma.net                WWW.TEMTEX.NET

T Temperature Systems, Inc.
700 E. Houston St., Sherman, Texas 75090
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SERIES         SHEATHED RTD ASSEMBLY

" U "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

476 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

L-4 Stainless Steel

Stainless Steel

Extension

L-5

G-3
G-4
G-5
G-6

Stainless Steel 

Galvanized

Galvanized

Galvanized

Galvanized

Sheath

( 4 ) Options
as required

( 3 )

( 4 ) Optional Bushing Sizes
Code Material

(Example- 14.5")

476

.50"
(S) Stem Length

Thread # 2

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT

1/2" NPT Standard

Page 48 - CATALOG TR

Standard Terminal Head Style

Spring Loaded RTD Element

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

5.0"

" L "

Nipple

L-6

Inconel Spring W/ Retainer

INDUSTRIAL RTD ASSEMBLY
Resistance Temperature Detector

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

e-mail: temtex@texoma.net                WWW.TEMTEX.NET
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SERIES         SHEATHED RTD ELEMENT

" L "

" D "

( 2 )   Size & Sheath
Dia.
.125"

.188"

Code
020
021
022
030

.250"

.312"

.375"

032
040
041
042
050
051
052
060

Sheath Material

031

.500"
062
080

082

061

081

304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600
304 Stainless Steel
316 Stainless Steel
Inconel 600

HOW TO ORDER

481 ( 1 ) ( 2 ) ( 3 )Calibration &
Configuration Size & Sheath Length

in Inches

Dia.

Sheath

( 4 ) Options
as required

( 3 )

(Example- 14.5")

481
Sanitary Fitting

CATALOG TR - Page 49

S01-_ Stainless Steel

Stainless Steel

Stainless Steel

S02-_
S03-_
S04-_
S05-_

Stainless Steel

Stainless Steel

Stainless Steel

( 4 ) Optional Fitting Types
Code Fitting type Material

16A Cap

16A Cap with Nut

16APV Cap

16APV Cap with Nut

16AMP Cap (tri-clamp)

S06-_ Stainless Steel16AI Cap

S07-_ other ( describe )

Example-  S05-1"

A4
TR-H
TR-L

Aluminum Head
Transmitter-HIGH TEMP.
Transmitter- LOW TEMP.

PP4
LA4

Polypropolene Head
Light Duty Head

( 4 ) Optional Accessories
Code Accessory

G3 Explosion Proof Head-1/2" Con.
G4 Explosion Proof Head-3/4" Con.

Sanitary RTD Element

( 1 )  Calibration & Configuration
CalibrationCode

P21 2 Wire

Configuration

" Dual Element"
100 ohm P22

" Single Element"
100 ohm 

2 Wire

P31 3 Wire

" Dual Element"
100 ohm P32

" Single Element"
100 ohm 

3 Wire

P41 4 Wire

" Dual Element"
100 ohm P42

" Single Element"
100 ohm 

4 Wire

Dual 4 Wire

Blk
Blk

Blk
Blk

Red
Red

Red
Red

Single 4 Wire

Blk
Blk

Red
Red

Dual 3 Wire

Red

Red

Wht
Wht

Wht
Wht

Single 3 Wire

Red

Wht
Wht

Dual 2 Wire

Wht

Wht
Wht

Wht

Single 2 Wire

Wht

Wht

INDUSTRIAL RTD ASSEMBLY
Resistance Temperature Detector

e-mail: temtex@texoma.net                WWW.TEMTEX.NET
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THERMOWELLS FOR SENSORS
THERMOWELLS

HOW TO ORDER "THERMOWELLS for SENSORS"

MATERIAL CODES
304 STAINLESS
304L STAINLESS PL
310 STAINLESS Q
316 STAINLESS R
316L STAINLESS RL
321 STAINLESS U
410 STAINLESS V
446 STAINLESS Y
1018 CARBON STEEL N

BRASS BR
F11 ALLOY STEEL A
F22 ALLOY STEEL B
A105 Gr.11 STEEL T
CARPENTER 20 CB C
HASTELLOY B HB
HASTELLOY C HC
HASTELLOY D HD
HASTELLOY G HG
HASTELLOY X HX

Stock material for prompt shipment- 304 S/S "P", 316 S/S "R", BRASS "BR"

CATALOG TC- PAGE 1

P

FLANGE CODES

ALLOY F-91 G

INCOLOY 800 F
INCOLOY 825 D
INCONEL 600 J
INCONEL 601 E
MONEL 400 L
MONEL K K
NICKEL 200 M

WROUGHT IRON (PIPE) W
AL6XN X

FLANGE
SIZECODE CODE CODESCHEDULE

(PSI) DESIGN

1"

1-1/2"

2"

3"

4"

A

B

C

D

E

U

V

W

X

Y

Z

R

F

J

150# RAISED FACE

300#

600#

900#

1500#

2500#

FLAT FACE

RING JOINT

The following catalog pages contain thermowells designed for many 
types of industrial temperature sensors. These catalog pages will 
allow you to choose from many varieties of style, size, bore, and
lengths to fit your particular application.
TEMTEX will furnish complete approval drawings and specifications
for your approval along with flow and vibration calculations if required.

EACH STYLE OF THERMOWELL WILL CONTAIN ORDERING INFORMATION. PLEASE REFER
TO THE FOLLOWING CHARTS FOR MATERIAL AND FLANGE CODE INFORMATION.

TITANIUM TI
VIRGIN TEFLON TE

e-mail: temtex@texoma.net                WWW.TEMTEX.NET
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PAGE 2-  CATALOG TC

SENSOR THERMOWELLS

1/2" NPT

" B "

" A "

PART NO.
" C "" B " " E "" A " * " T "

BOREWELL DIA. N.P.T.HEX SIZE STANDARD
110S
111S
112S
113S
114S
115S
116S
117S
118S
119S
120S
121S
122S
123S
124S
125S

1.38"
1.38"
1.38"
1.38"
1.12"
1.12"
1.12"
1.12"
1.00"
1.00"
1.75"
1.75"
2.00"
2.00"
1.75"
2.00"

.88"

.88"

.75"

.62"

.88"

.75"

.75"

.62"

.62"

.62"
1.0"
1.0"
1.0"
1.0"
.88"
.88"

.500"

.437"

.390"

.265"

.500"

.437"

.390"

.265"

.390"

.265"

.500"

.390"

.500"

.390"

.265"

.265"

1"
1"
1"
1"
3/4"
3/4"
3/4"
3/4"
1/2"
1/2"
1-1/4"
1-1/4"
1-1/2"
1-1/2"
1-1/4"
1-1/2"

2.00"
2.00"
2.00"
2.00"
1.75"
1.75"
1.75"
1.75"
1.75"
1.75"
2.50"
2.50"
2.50"
2.50"
2.50"
2.50"

THREADED - STRAIGHT, BARSTOCK

*   WRENCH FLATS MAY BE MACHINED ON ROUND STOCK IF HEX STOCK IS NOT AVAILABLE

" Z "

" C "
" U "

" T "

" E "

HOW TO ORDER:

PART NO.
MATERIAL

(SEE TABLE) LENGTH " U " LENGTH " T "
IF DIFFERENT FROM STD.

OPTIONS
AS REQUIRED

PART NO.
" C "" B " " E "" A " * " T "

BOREWELL DIA. N.P.T.HEX SIZE STANDARD
110T
111T
112T
113T
114T
115T
116T
117T
118T
119T
120T
121T
122T
123T
124T
125T

1.38"
1.38"
1.38"
1.38"
1.12"
1.12"
1.12"
1.12"
1.00"
1.00"
1.75"
1.75"
2.00"
2.00"
1.75"
2.00"

.88"

.88"

.75"

.62"

.88"

.75"

.75"

.62"

.62"

.62"
1.0"
1.0"
1.0"
1.0"
.88"
.88"

.500"

.437"

.390"

.265"

.500"

.437"

.390"

.265"

.390"

.265"

.500"

.390"

.500"

.390"

.265"

.265"

1"
1"
1"
1"
3/4"
3/4"
3/4"
3/4"
1/2"
1/2"
1-1/4"
1-1/4"
1-1/2"
1-1/2"
1-1/4"
1-1/2"

2.00"
2.00"
2.00"
2.00"
1.75"
1.75"
1.75"
1.75"
1.75"
1.75"
2.50"
2.50"
2.50"
2.50"
2.50"
2.50"

THREADED - TAPERED, BARSTOCK

*   WRENCH FLATS MAY BE MACHINED ON ROUND STOCK IF HEX STOCK IS NOT AVAILABLE

HOW TO ORDER:

PART NO.
MATERIAL

(SEE TABLE) LENGTH " U " LENGTH " T "
IF DIFFERENT FROM STD.

OPTIONS
AS REQUIRED

" B1 "
WELL DIA.

1.0"
1.0"
1.0"
1.0"
1.0"
.88"
.88"
.75"
.68"
.68"
1.38"
1.38"
1.38"
1.38"
1.38"
1.38"

1/2" N.P.T.

" C "

" B "

" B1 "

" E "

" A "

" T "

" U "

" Z "

e-mail: temtex@texoma.net                WWW.TEMTEX.NET
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PAGE 3-  CATALOG TC

SENSOR THERMOWELLS

PART NO.
" C "" B "" A " *

BOREWELL DIA.BAR SIZE
220S
221S
222S
223S
224S

1.12"
1.12"
1.12"
1.12"
1.12"

.88"

.88"

.75"

.62"

.88"

.500"

.437"

.390"

.265"

.718"

FLANGED - STRAIGHT, BARSTOCK

HOW TO ORDER:

PART NO.
MATERIAL

(SEE TABLE) LENGTH " U " LENGTH " T "
IF DIFFERENT FROM STD.

OPTIONS
AS REQUIRED

1/2" N.P.T.

" C "

" U "

" B "

" Z "

FLANGE ( SEE TABLE )

0.250"

" T "
STANDARD

2.0"
2.0"
2.0"
2.0"
2.0"

* BAR DIAMETER WILL INCREASE WITH FEMALE THREAD SIZE

FLANGE
(SEE TABLE)

PART NO.
" C "" B "" A " *

BOREWELL DIA.BAR SIZE
220T
221T
222T
223T
224T

1.12"
1.12"
1.12"
1.12"
1.12"

1.0"
.88"
.75"
.62"
1.0"

.500"

.437"

.390"

.265"

.718"

FLANGED - TAPERED, BARSTOCK

HOW TO ORDER:

PART NO.
MATERIAL

(SEE TABLE) LENGTH " U " LENGTH " T "
IF DIFFERENT FROM STD.

OPTIONS
AS REQUIRED

" T "
STANDARD

2.0"
2.0"
2.0"
2.0"
2.0"

* BAR DIAMETER WILL INCREASE WITH FEMALE THREAD SIZE

FLANGE
(SEE TABLE)

1/2" N.P.T.

" C "

FLANGE ( SEE TABLE )

1.12"

" B1 "

" Z "
" U "" T "

" B "

" B1 "
WELL DIA.

1.12"
1.12"
1.0"
.88"
1.12"

e-mail: temtex@texoma.net                WWW.TEMTEX.NET
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PAGE 4-  CATALOG TC

SENSOR THERMOWELLS

PART NO. " C "" B "" A " *
BOREWELL DIA.BAR SIZE

250
251
252
253
254

1.12"
1.12"
1.12"
1.12"
1.12"

.88"

.88"

.75"

.62"

.88"

.500"

.437"

.390"

.265"

.718"

FLANGED - TANTALUM SLEEVE

HOW TO ORDER:

PART NO.
MATERIAL

(SEE TABLE) LENGTH " U " LENGTH " T "
IF DIFFERENT FROM STD.

OPTIONS
AS REQUIRED

" T "
STANDARD

2.0"
2.0"
2.0"
2.0"
2.0"

* BAR DIAMETER WILL INCREASE WITH FEMALE THREAD SIZE

FLANGE
(SEE TABLE)

1/2" N.P.T.

" C "

FLANGE ( SEE TABLE )

TANTALUM SLEEVE

" B "" A "

" U "
" Z "

TANTALUM SLEEVE ONLY MAY BE ORDERED BY ADDING
ONE ZERO TO THE PART NUMBER

STANDARD MATERIAL IS 304 S/S

" U "

" E "

" C "

FLANGE ( SEE TABLE )

PART NO.
" C "" B "" E "

BOREWELL DIA.THREAD
650
651
652
653
654

1/4"
1/2"
3/4"
1"
1/4"

.54"

.84"
1.05"
1.32"
.54"

.36"

.62"

.82"
1.05"
.30"

HOW TO ORDER:

PART NO.
MATERIAL

(SEE TABLE) LENGTH " U " LENGTH " T "
IF DIFFERENT FROM STD.

OPTIONS
AS REQUIRED

" T "
STANDARD

3.0"
3.0"
3.0"
3.0"
3.0"

FLANGE
(SEE TABLE)

STANDARD MATERIAL IS 304 S/S

655 1/2" .84" .54" 3.0"
656 3/4" 1.05" .74" 3.0"
657 1" 1.32" .96" 3.0"

PROTECTION WELL- FLANGED
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0.250"

" T "

" B "

" Z "




